
Motor:
C4C053B18000A38

Pump+ Tank:
E-01-011NM

GLP RAMS + Hoses

GLP30/35 Lifts: SERIAL NUMBERS: 51#######

Pos P/n Description

A ROT-04L1205 Hose GLP R2T1/4 FG1/4-FG1/4 L=4800mm

B ROT-04L1206 Hose for GLP30 (B)

C ROT-40-0589 Hose for GLP30 (C)

D ROT-04L1208 Hose L=3150mm GLP30/35

E ROT-04L1209
ROT-04L1209EXT

Tube R2 T1/4 L=680 (use XG130016)
Tube R2 T1/4 L=881 EXT FOR ROT-04L1209

F ROT-04L1210 Tube R2 T1/4 L=2000

G ROT-40-0332 T-Stück 1/4" GLP30/35

RAMS:

Load A1 : ROT-04L1200N or YG80-9100 :seal kit: ROT-04L4173
Safety B2: ROT-04L1201N or YG82-9100: seal kit: ROT-04L4174
Load B1: ROT-04L1200N or YG80-9100: seal kit: ROT-04L4173
Safety A2: ROT-04L1201N or YG82-9100: seal kit: ROT-04L4174

Safety = Has the cover bracket  and bleed point
Load = Has a ‘Curly’ pipe

PT2 PT1

Control 
Box LOAD LOADSAFETY SAFETY



GLP RAMS + Hoses

GLP3.0 Lifts: SERIAL NUMBERS: ML######S

RAMS:

Load P1 : ROT-04L1200N or YG80-9100
Safety P2: ROT-04L1201N or YG82-9100
Load P1: ROT-04L1200N or YG80-9100
Safety P2: ROT-04L1201N or YG82-9100
Seal kit P1: ROT-04L4173
Seal Kit P2: ROT-04L4174

Pos P/n Description

A ? SOURCE LOCALLY, USING MASTER FROM LIFT 
AS PATTERN

B ?

C ?

D ?

E ?

F ?

G ?



VISUAL AID  GLP30 + GLP3.0

SAFETY RAM : ROT-04L1201N :BLEED SCREW/ BRACKET POSITIONS :
FAT AREA AROUND BLEED SCREW THEN THINNER AS YOU GO DOWN THE RAM

LOAD RAM : ROT-04L1200N :CURLY PIPE:SAME SIZE ALL WAY DOWN AND
FATTER THAN SAFETY RAM EVERYWHERE EXCEPT THE COLLAR SECTION



Watch where the 
hose points are on 
the RAMs to confirm 
which RAM is needed
P1 = flow screw

GLP RAMS + HOSES  WERTHER

GLP35W/ DS35 lifts: SERIAL NUMBERS: F###### & from 2016 R#######

Pos P/n Description

A B1848 Hydr Hose A

B B1849 Hydr Hose B

C B1850 Hydr. Hose  C

D B1851 Hydr. Hose D (300mm L, 
Female/Male ends)

E B1862 Hydr. Hose E (300mm L, 
Male/Male ends)

F C0339 Hydraulic line

RAMS:
Load:PT2-P1 : B834801 now use D414101 + D4289 + D4286
Safety :PT2-P2 :B835001 now use D414301 + D4289 + B1851
Safety: PT1-P2 :B834901 now use D414401 + D4289 + B1851
Load: PT1-P1 :B834701 now use D414201 + D4289 + D4286

D4289 - adapter
D4286 – P1 hose extension
B1851 – P2 hose extension

Seal kit: D0388 : P1
Seal kit: D0389: P2

Bleed screw: D2544+ D2545

LOAD
LOADSafety

Safety

Motor/pump unit
Pre R000694 (04/17)
= B1865 fully interchangeable with 

D3467
R000695 onwards (21.4.17) = D3467
Pressure relief valve : B1721

ISOLATOR changes:
D3098 pre Apr 17
B0643 post Apr 17



GLP RAMS + HOSES

‘Gruser/ German ’
GLP35 lifts: SERIAL NUMBERS: 

e.g 72563 sold 20019

RAMS:

Load A1 : 
ROT-04L1200N or YG80-9100 
:seal kit: ROT-04L4173

Safety B2:
ROT-04L1201N or YG82-9100: 
seal kit: ROT-04L4174

Load B1: 
ROT-04L1200N or YG80-9100: 
seal kit: ROT-04L4173

Safety A2:
ROT-04L1201N or YG82-9100: 

seal kit: ROT-04L4174



GLP RAMS + Hoses

DS35A Lifts: SERIAL NUMBERS: KYJD######

Pos P/n Description

A DSS35-9801-1 DS35A HYDRAULIC HOSE A  L=7610MM

B DSS35-9801-2 DS35A HYDRAULIC HOSE B  L=6230MM

C DSS35-9801-3S DS35A HYDRAULIC HOSE C L=2100MM

D DSS35-9801-4S DS35A HYDRAULIC HOSE D  L=2240MM

HOSE-DSS35-CF DS35A HYDR. HOSE FLUSH MOUNT C 
(2.2M)

HOSE-DSS35-DF DS35A HYDR. HOSE FLUSH MOUNT D 
(2.35M)

TBGSET/4-
DS35A

Hose Extension Kit DS35A - 4 meters

RAMS:
MASTER: XX140010
SLAVE : XX140011
Safety = Has the cover bracket  and bleed point
Load = Has a ‘Curly’ pipe

3PH 
POWER 

UNIT 
:P3369???

VSG UK PART NUMBER: 
DS35DHG20BBKZY 
(DS35 3PH HOT DIP GALV RAL 9005/1018) YELLOW

VSG UK PART NUMBER: 
DS35DHG20BWGBG 
(DS35 3PH HOT DIP GALV RAL 7040/7012) GREY
scissor = 7040, platform = 7012


