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IMPORTANT
DO NOT REMOVE THIS TAG

WARRANTY IDENTIFICATION
800-445-5438

MODEL:       
CAP. LBS:      
SERIAL NUMBER

MANUFACTURED UNDER ONE OF THESE PATENTS
5009287

CUSTOMER

DOVER
       SERIAL NUMBER                                PART NUMBER

           DATE CODE                              MODEL NUMBER

          
      FACTORY              AMPS AT MAXIMUM   RELIEF
      WIRED AT                WORKING LOAD     P.S.I.

Fenner Fluid Power Inc. Rockford, IL.
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SPO15/SPO18
Two Post Surface Mounted

Frame Engaging Lifts

SPO15 Capacity 15,000lbs. SPO18 Capacity 18,000lbs.
3750 lbs. per arm 4500 lbs. per arm
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Date Installed ____________________________________________

Installed in Bay # _________________________________________

Power Unit Serial # _______________________________________

Power Unit Model # ______________________________________

Lift Serial # ______________________________________________

Lift Model # _____________________________________________

OWNERS RECORD
Complete information

at right and keep in
a safe place.

NOTE:  For replacement parts  -See your nearest Rotary Parts Distributor.

Entire contents © February 2000 by Rotary Lift.  All rights reserved.

PB 2-2-19
Rev. O  02/24/00

IMPORTANT:  When ordering parts or requesting service always give exact model and power
unit serial number. Model number is shown on nameplate attached to air lock release valve.
Power unit serial number is located on side of power unit.
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IMPORTANT

MODEL:       XXXXXXX
CAP. LBS.:  XXXX

XXXXXXXXXXXXX

800-445-5438

MANUFACTURED UNDER ONE OF THESE PATENTS:
5009287   5148827   515238    5284224

DO  NOT  REMOVE  THIS  TAG
WARRANTY  IDENTIFICATION

SERIAL NUMBER

A                 INDUSTRIES COMPANY  Madison,  IN.

R

®

*Two Different Power Units were used.  Please verify which one
you have before calling for Service.  Thank You

**For SPO18 lifts whose 4th thru 6th Serial Numbers are 97A, 97B,
97C, 97D, or 98A, order Slider Block Kit  FA5124.

SPO15/SPO15LC & SPO18/SPO18LC PARTS LIST

L.H. Column Weldment
R.H. Column Weldment
Column Extension

Left Side
Right Side

Carriage Yoke Weldment
SPO15
SPO18

Outer Arm
Right Front/Left Rear
Left Front/Right Rear

Hydraulic Cylinder
Power Unit

SPO15 Single Phase 50Hz
SPO15 Single Phase 60Hz
SPO15 Three Phase
SPO18 Single Phase
SPO18 Three Phase

Power Unit Hose
5/16”-18NC x 1-1/2” HHCS
Inner Arm

SPO15
SPO18

3/8"-16NC x 5/8" Lg. HHCS Grade 8
3/8" Internal Tooth Washer
3/4" Switch Bar Mounting Spacer
Adjustable Adapter
Lower Sheave Guard
Sheave
Bleeder Screw (Specify Manufacturer)
5/16-18NC x 3/8" lg. PHMS
Arm Pin
Approach Bumper (Door 18" lg.  4 req'd)
3/4-10NC Nylon Insert Lock Nut
3/16 x 2-1/2" lg. Cotter Pin
Truarc #5304-100 Klipring for 1" shaft
Lower Sheave Shaft
Wheel Spotting Dish
Actuator Pin Handle
Actuator Pin
*Slider
Actuator Pin Spring
120T Gear Block
Spring Pin  1/4 x 1-1/2" lg. stainless
3/8-16NC x 3/4" lg. HHCS Plated
3/8"-16NC x 1-1/2" HHCS Grade 5
5/16 USS Flat Washer -Black Oxide
Restraint Gear
3/8" Helical Spring Lockwasher
3/4" Concrete Anchor
UHMWPE Washer
1/4-20NC x 2" HHCS
1/4-20NC Insert Locknut
1/8 x 1" lg. Cotter Pin
Limit Switch Asembly

For units using less than or equal to 250V
For units using above 250V

Switch Bar Assembly
1/4-20NC x 3/4"lg. HHCS Grade 5
1/4-20NC Zinc Hex Nut
3/8-16NC x 3/8"lg. Flanged HHCS
Tie Bar
3/8-16NC x 1" lg. Flanged HHCS
3/8-16NC Flanged Lock Nut
3/8-16NC x 3/4" lg. Flanged HHCS
Pipe Clip (5/8" Clamping Diameter)
5/16-18NC x 1/2" lg. PHMS
5/16-18NC Hex Nut
Pipe Clip (5/8" Clamping Diameter)
5/16-18NC x 3/8" lg. PHMS

FJ7815
N734

FJ7817
FJ7818

FJ7821
N817

FJ7820-1
FJ7819-1
FJ7604

FA792
P706
*P749/P1049
P793
*P794/P1094
FJ7828
40238

FJ7819-2
N258-1
40155
40843
FJ7871
FJ7822-1
FJ7813-8
FJ7823-3
N/A
40227
FJ7832
FJ7391-3
40703
N/A
41412
FJ7813-3
FF729-1
FJ7985-1
N167-2
*FJ7813-1
FJ7813-10
FJ7749
14427
40130
40201
40855
FJ7831
40818
FJ7380
FJ7823-4
40109
41423
41200

N413
N414
FJ7825
40099
40627
-
FJ7824
40144
40664
40124
FJ7499
40228
40670
FJ7499
40227

Pipe Clip (1/2" Clamping Diameter)
5/16-18NC x 3/8" lg. PHMS
Equalizer Cable Spacer
Overhead Weldment
Overhead Hose
Equalizer Cable Assembly

SPO15/SPO18
SPO15LC/SPO18LC

Locking Latch Air Line 1/4" O.D.
5/16”-18NC Hex Nut
Branch Tee
Upper Sheave Shaft
5/16” External Tooth Lockwasher
Adapter Rack (1 Qty. Each Column)
3/8" External Tooth Lockwasher
Limit Switch

For units using less than or equal to 250V
For units using above 250V

10" Height Adapters (2 Qty. Per Lift)
5" Height Adapters (4 Qty. Per Lift)
Rubber Pad Adapters (4 Qty. Per Lift)
1/4" External Tooth Lockwasher
Wide Rim Machinery Bushing
5/16"-18NC x 3/8"lg. PHMS
Control Panel Adapter Plate
M5 x .8 x 8mm Flat Head MS
#8-32NC x 1/2" Self Tapping Pan Head MS
Control Panel

3 Phase 208V/60Hz.
3 Phase 230V/60Hz.
3 Phase 460-480V/60Hz. or 380-415V/50Hz.
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FJ7669
40227
FJ7833
FJ7823-1
FJ7829

FJ7827-1
FJ7826-1
FA2230-2
40670
FJ7668
FJ7823-2
40854
FJ7822-3
40845

N413-1
FJ7979-1
FJ7822-5
FJ7822-4
FJ7822-2
40779
FF40-4
40227
FA7132-2
FA7152-1
FA7152-2

FA7162
FA7163
FA7164
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CYLINDER ADAPTER / HOSE DETAIL

World Headquarters:
ROTARY LIFT
A DOVER INDUSTRIES COMPANY
2700 Lanier Drive
Madison, IN 47250-1753  USA
Phone toll-free:  1-800-445-5438
Phone:  (812)273-1622
Fax toll-free:  1-800-822-6502
Fax:  (812)273-6502
E-mail:  userlink@rotarylift.com
Web site:  www.rotary-lift.com

For Canada:
DOVER CORP. CANADA, LTD.
ROTARY LIFT DIVISION
130 Bridgeland Avenue Unit 210
Toronto, Ontario M6A 1Z4
Phone:  (416)256-4100
Fax:  (416)256-3924

For United Kingdom & Republic of Ireland:
ROTARY LIFT LIMITED
Madison House
2 Park Road
Dartford, Kent
DA1 1SL
Phone: +44 (0) 1322 223323
Fax:  +44 (0) 1322 222454

For Europe:
ROTARY LIFT EUROPE
Berlinger Ring 163 B
D-64625 Bensheim
Phone: +49 (0) 6251 787037
Fax: +49 (0) 6251 787038
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CYLINDER ADAPTER/HOSE DETAIL PARTS LIST

Straight Adapter

DESCRIPTION

FJ7352-31

ITEM NO.
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Truarc Klipring#5304-125 for 1 1/4" shaft

Latch Shaft

Latch Spring

Locking Latch Dog Assy.

Latch Control Plate

Dampening Spacer

1/4"-20NC x 3/8" Lg.PHMS.

Bimba Pivot Brackets  #D-167  (pair)

Air Cylinder

Swivel elbow  1/4"O.D. tube to 1/8" NPT

Bimba Piston Rod Clevis  #D-166-1 (set)

Union Tee

1/4" Male Connector

Switch Bracket & Switch   (set)

1/4" Air line

5/16"-18NC x 3/8" lg.PHMS

Filter

5/16"-18NC x 3/8" lg. PHMS

Latch Cover

5/16" EXT.Tooth Lockwasher
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41417

FJ7813-7

FJ7813-5

FJ7813-14

FJ7813-6

FJ7813-13

40063

11265

N61

FA3134-6

11263

FC5225-46

FC5191-6

N612

FA2230-2

40227

FA3134-12

40227

FJ7451

40854

LOCKING LATCH DETAIL PARTS LIST
ITEM NO. DESCRIPTION PART NO.


